Northwest Pipe

Input Values
Wind Speed m
Height to Sign Bottom

2.875" x .276" (SCH 80)

Post Dia= 2.875 (in) 1 Post
Post Wgt= 7.668295 (Ib/ft) Allowable Sign Area (ft*2) - Single Support
WIND= 90 (mph) Height of Sign Panel (ft)
Width of 1 2 3 4 5 6 7 8 9 10 11 12
Sign Panel Height to Centroid of Sign Panel (ft)
(ft) 75 8 8.5 9 9.5 10 10.5 11 11.5 12 12.5 13
1 1 2 3 4 5 6 7 8 9 10 11 12
2 2 4 6 8 10 12 14 16 18 20 22
3 3 6 9 12 15 18 21 24
4 4 8 12 16 20 24 28
5 5 10 15 20 25 30
6 6 12 18 24 30
7 7 14 21 28
8 8 16 24 32
9 9 18 27
Post Dia= 2.875 (in) 2 Posts
Post Wgt= 7.668295 (Ib/ft) Allowable Sign Area (ftA2) - Multiple Supports
WIND= 90 (mph) Height of Sign Panel (ft)
Width of 1 2 3 4 5 6 7 8 9 10 11 12
Sign Panel Height to Centroid of Sign Panel (ft)
(ft) 7.5 8 8.5 9 9.5 10 10.5 11 11.5 12 12.5 13
4 4 8 12 16 20 24 28 32 36 40 44
5 5 10 15 20 25 30 35 40 45 50
6 6 12 18 24 30 36 42 48
7 7 14 21 28 35 42 49 56
8 8 16 24 32 40 48 56
9 9 18 27 36 45 54
10 10 20 30 40 50 60
11 11 22 33 44 55
12 12 24 36 48 60
13 13 26 39 52 65
14 14 28 42 56
Post Dia= 2.875 (in) 3 Posts
Post Wgt=  7.668295 (Ib/ft) Allowable Sign Area (ftA2) - Multiple Supports
WIND= 90 (mph) Height of Sign Panel (ft)
Width of 1 2 3 4 5 6 7 8 9 10 11 12
Sign Panel Height to Centroid of Sign Panel (ft)
(ft) 7.5 8 8.5 9 9.5 10 10.5 11 11.5 12 12.5 13
8 8 16 24 32 40 48 56 64 72
9 9 18 27 36 45 54 63 72
10 10 20 30 40 50 60 70 80
11 11 22 33 44 55 66 77
12 12 24 36 48 60 72 84
13 13 26 39 52 65 78
14 14 28 42 56 70 84
15 15 30 45 60 75 90
16 16 32 48 64 80
18 18 36 54 72 90
20 20 40 60 80
22 22 44 66 88
24 24 48 72 96
26 26 52 78
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