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By the numbers

Average daily traffic volumes on SR 167 between Renton and Auburn

Northbound general purpose (GP) lanes: 50,100
Southbound GP lanes: 50,000
Northbound HOV lane: 9,100
Southbound HOV lane: 9,300

Average peak-hour HOV lane volumes

Northbound HOV lane: 900
Southbound HOV lane: 950

Expected increase in HOV/HOT lanes daily volumes: 5,000

Average SR 167 peak-hour travel times and speeds for March 2007

Northbound GP lane between 15th NW and 1-405: 17 minutes, 35 mph
Northbound HOV lane between 15th NW and 1-405: 10 minutes, 55 mph
Southbound GP lane between 1-405 and 15th NW: 14 minutes, 39 mph
Southbound HOV lane between 1-405 and 15th NW: 9 minutes, 56 mph

Number of Good To Go! accounts in the SR 167 corridor: 9,000
Number of HOT lanes access zones: 10 (6 NB, 4 SB)

Length of access zones: At least 1,500 feet

Minimum fine for driving illegally in the HOT lane: $124

Total SR 167 HOT Lanes Pilot Project cost: $17.87 million

Cost of a Good To Go! windshield transponder: $12

Cost of an external transponder: $30

Cost of atransponder shield: $3.50
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