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US 2 Route Development Plan

Segment 1: East of Shohomish to Monroe
Mile Post 3.5 to 12.70
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What have we heard
from you?

e “Make US 2 the same as
1-90. We need four lanes.
Period.”

e “We need center barriers
on US 2/

e “It Is dangerous and
difficult to turn onto US 2
at Bickford Avenue.”

What are the problems in this segment?
 Population growth: The population of Snohomish

Increased from 6,499 residents in 1990 to over 8,700 in 2005

e Increased congestion: In 1990, an average of 11,000
vehicles traveled on US 2 through Snohomish each day.
Today, that number has grown to over 30,000 vehicles
per day

 High collision rates: Of the 430 collisions that occurred
INn this segment between January 1999 and October 2006,
30% were rear-end collisions, which are often caused
by congestion. 38 collisions involved alcohol use and 6
collisions resulted In 8 fatalities

What does this segment look like today?

 The predominant speed Iimit Is 60 mph

« WSDOT-owned right of way ranges from 150-500 feet

e A 2-lane highway with no physical separation between
oncoming traffic

e Shoulder widths range from 6-8 feet

What Is the 2030 vision for this segment?
e The existing 2-lane highway will be widened to 4 lanes
with a 10-foot median barrier and an 8-foot shoulder

e \Widen or replace existing bridges



