
SR: 012,  MP: 86 - 185
Mudslide 

SR: 090,  MP: 33 - 106
Avalanche 

SR: 002,  MP: 56 - 99
Mudslide 

SR: 508,  MP: 2 - 32
Water Over Roadway 

SR: 012,  MP: 151.1 - 185.1
Mudslide 

SR: 005,  MP: 68 - 88
Water Over Roadway 

SR: 012,  MP: 151 - 171
Mudslide 

SR: 542,  MP: 35.5 - 53.3
Avalanche 

SR: 007,  MP: 1 - 16
Water Over Roadway 

SR: 097,  MP: 137 - 149
Water Over Roadway 

SR: 009,  MP: 68 - 89
Water Over Roadway 

SR: 508,  MP: 22 - 32
Mudslide 

SR: 012,  MP: 0 - 10.43
Water Over Roadway SR: 012,  MP: 35.5 - 41.5

Water Over Roadway 

SR: 009,  MP: 7 - 10.9
Water Over Roadway 

SR: 503,  MP: 30 - 32.5
Water Over Roadway 

SR: 530,  MP: 17.4 - 19.7
Water Over Roadway 

SR: 009,  MP: 29.95 - 31.65
Water Over Roadway 

SR: 027,  MP: 37 - 47
Water Over Roadway 

SR: 109,  MP: 10 - 11
Water Over Roadway 

SR: 003,  MP: 2.25 - 2.75
Water Over Roadway 

SR: 542,  MP: 40 - 40.1
Avalanche 

SR: 012,  MP: 120 - 120.1
Water Over Roadway 

SR: 101,  MP: 328 - 328.1
Debris or Trees 

SR: 101,  MP: 339.4 - 339.5
Water Over Roadway 

SR: 530,  MP: 28 - 28.1
Water Over Roadway 

SR: 097,  MP: 149 - 185
Water Over Roadway 

SR: 010,  MP: 88 - 137
Water Over Roadway 

SR: 012,  MP: 86 - 101
Mudslide 

SR: 009,  MP: 68 - 89
Water Over Roadway 

SR: 012,  MP: 86.63 - 100
Mudslide 

SR: 009,  MP: 68 - 79
Water Over Roadway 

SR: 410,  MP: 29.75 - 42.76
Water Over Roadway 

SR: 162,  MP: 11 - 17.5
Water Over Roadway 

SR: 162,  MP: 11 - 17.5
Water Over Roadway 

SR: 411,  MP: 4 - 9
Mudslide 

SR: 203,  MP: 0 - 5.7
Water Over Roadway 

SR: 004,  MP: 32 - 35
Water Over Roadway 

SR: 202,  MP: 25.42 - 28
Water Over Roadway 

SR: 006,  MP: 49.08 - 51.37
Water Over Roadway 

SR: 011,  MP: 2.2 - 6.8
Water Over Roadway 

SR: 202,  MP: 21.8 - 23
Water Over Roadway 

SR: 020,  MP: 90 - 91
Mudslide 

SR: 008,  MP: 14 - 15
Water Over Roadway 

SR: 161,  MP: 13 - 14
Water Over Roadway 

SR: 004,  MP: 13 - 14
Water Over Roadway 

SR: 122,  MP: 5 - 6
Water Over Roadway 

SR: 012,  MP: 126 - 126.5
Water Over Roadway 

SR: 202,  MP: 20.5 - 20.97
Water Over Roadway 

SR: 105,  MP: 3 - 3.1
Mudslide 

SR: 006,  MP: 3.5 - 3.6
Water Over Roadway 

SR: 107,  MP: 7.3 - 7.4
Water Over Roadway 

SR: 542,  MP: 15 - 15.1
Mudslide 

SR: 020,  MP: 85 - 85.1
Mudslide 

SR: 006,  MP: 33 - 33.1
Water Over Roadway 

SR: 410,  MP: 47 - 47.1
Mudslide 

SR: 161,  MP: 13 - 13.1
Water Over Roadway 

SR: 101,  MP: 51 - 51.1
Mudslide 

SR: 105,  MP: 14 - 14.1
Mudslide 

SR: 101,  MP: 48 - 48.1
Mudslide 

SR: 165,  MP: 16 - 16.1
Water Over Roadway 

SR: 002,  MP: 60 - 60.1
Avalanche 

SR: 002,  MP: 44.3 - 44.4
Water Over Roadway 

SR: 203,  MP: 6.76 - 6.85
Water Over Roadway 

SR: 012,  MP: 108 - 108.1
Mudslide 

SR: 020,  MP: 121 - 121.1
Avalanche 

SR: 020,  MP: 120 - 120.1
Avalanche 

SR: 410,  MP: 29.75 - 29.85
Water Over Roadway 

SR: 005,  MP: 72 - 72.1
Water Over Roadway Ramp Closure

SR: 005,  MP: 22 - 22.1
Water Over Roadway Ramp Closure

SR: 005,  MP: 254 - 254.1
Water Over Roadway Ramp Closure

SR: 507,  MP: 7 - 7.1
Water Over Roadway 

SR: 003,  MP: 2.46 - 2.47
Water Over Roadway 

SR: 410,  MP: 88.4 - 88.41
Water Over Roadway 

SR: 012,  MP: 86 - 185
Mudslide 

SR: 082,  MP: 82 - 132
 High Winds

SR: 261,  MP: 0 - 15
 Load Restriction

SR: 539,  MP: 0 - 2.5
Water Over Roadway 

SR: 547,  MP: 8 - 8.1
Water Over Roadway 

SR: 546,  MP: 2.5 - 2.6
Water Over Roadway 

SR: 542,  MP: 43 - 43.1
Water Over Roadway 

SR: 542,  MP: 22.6 - 22.7
Water Over Roadway 

SR: 106,  MP: 13.5 - 13.1
Water Over Roadway 

SR: 012,  MP: 66 - 130
Snowslide 

SR: 012,  MP: 86 - 130
Mudslide 

SR: 903,  MP: 0 - 10
Water Over Roadway 

SR: 020,  MP: 71.6 - 79
Water Over Roadway 

SR: 169,  MP: 15.21 - 22.96
Water Over Roadway 

SR: 012,  MP: 8 - 9
Water Over Roadway 

SR: 005,  MP: 138 - 139
Water Over Roadway 

SR: 547,  MP: 5 - 5.1
Mudslide 

SR: 161,  MP: 30.3 - 30.4
Mudslide 

SR: 005,  MP: 246 - 246.1
Water Over Roadway 

SR: 005,  MP: 246.2 - 246.3
Water Over Roadway 

SR: 005,  MP: 249.4 - 249.5
Mudslide 

SR: 005,  MP: 244.8 - 244.9
Water Over Roadway 

SR: 112,  MP: 23 - 29
Water Over Roadway 

SR: 112,  MP: 3.9 - 4
Debris or Trees 

SR: 106,  MP: 1.5 - 1.6
Water Over Roadway 

SR: 112,  MP: 12 - 12.1
Water Over Roadway 

SR: 109,  MP: 35 - 35.1
Mudslide 

SR: 410,  MP: 9.06 - 9.07
Water Over Roadway 

SR: 410,  MP: 33.6 - 33.7
Water Over Roadway 

SR: 082,  MP: 3 - 26
 High Winds

SR: 166,  MP: 0 - 3
Mudslide 

SR: 004,  MP: 5 - 6.2
Water Over Roadway 

SR: 101,  MP: 64 - 65
Mudslide 

SR: 530,  MP: 21.97 - 21.98
Water Over Roadway 

SR: 401,  MP: 11.4 - 12
Water Over Roadway 

SR: 009,  MP: 64.1 - 64.5
Water Over Roadway Ramp Closure

SR: 110,  MP: 8 - 8.1
Water Over Roadway 

SR: 020,  MP: 99 - 99.1
Mudslide 

SR: 410,  MP: 39 - 39.1
Mudslide 

SR: 112,  MP: 61 - 61.1
Water Over Roadway 

SR: 530,  MP: 27.5 - 27.6
Water Over Roadway 

SR: 530,  MP: 35.2 - 35.3
Water Over Roadway SR: 530,  MP: 33.6 - 33.7

Water Over Roadway 

SR: 005,  MP: 248 - 248.1
Mudslide 

SR: 005,  MP: 208 - 208.1
Water Over Roadway 

SR: 101,  MP: 328 - 328.1
 

SR: 101,  MP: 365 - 365.1
Water Over Roadway 

SR: 101,  MP: 360.9 - 361
Water Over Roadway 

SR: 009,  MP: 76.86 - 76.96
Water Over Roadway 

SR: 108,  MP: 9 - 9.1
Debris or Trees Power Lines

SR: 005,  MP: 48 - 48.1
Water Over Roadway Ramp Closure

SR: 007,  MP: 51.1 - 51.2
Water Over Roadway 

SR: 108,  MP: 1.75 - 1.76
Water Over Roadway 

SR: 020,  MP: 91.45 - 91.46
Mudslide 

DISCLAIMER:
This product was prepared for use by the WSDOT Emergency Operations Center for its internal purposes only and is not designed
or intended for general use by members of the public. WSDOT makes no representation of warranty for fitness of use for a particular
purpose with respect to this product. Any user of this product accepts same as is, with all faults, and assumes all responsibility for the use
thereof, and further agrees to hold WSDOT harmless from and against any damage, loss, or liability arising from any use of this map.
NOTE:
Situational and Event type maps are updated on a one or two hour cycle depending on the activity level of the activation.
Please ensure that you are utilizing the most current map product for operational decision making.

Incidents
Closed - 77

Open (Restricted) - 22

Open - 34

Total Incidents - 133

Highway Closure TrackingJanuary Floods 2009
Time of Production 6:00 PM  Date: 1/8/2009


