
Traffic volumes in the Montlake area (existing and with WABN)

June 2013
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What does this mean?
 Westbound Lake        

 Washington Boulevard     
 off-ramp relocated to      
 24th Avenue East.
 Eastbound Lake        

 Washington Boulevard     
 on-ramp remains open.
 120 cars per hour       

 represents 2 cars per     
 minute.
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Ramp removal

No traffic volume change with WABN

Traffic signal

Bus stop

Traffic volume change with WABN

Stop-controlled intersection

Southbound Northbound
Existing (2012) 2,130 2,150

2,130 2,150WABN (2016)

Westbound
Existing (2012) 640

640WABN (2016)

Southbound Northbound
Existing (2012) 30 30

460 NAWABN (2016)

Eastbound Westbound
Existing (2012) 270 420

270 540WABN (2016)

Eastbound Westbound
Existing (2012) 270 420

500 310WABN (2016)

Southbound Northbound
Existing (2012) 1,010 900

1,130 900WABN (2016)

Eastbound
Existing (2012) 810

810WABN (2016) Westbound
Existing (2012) 460

RemovedWABN (2016)

Note: Traffic volumes are shown in vehicles per hour. This diagram is intended to provide traffic volume information only and does not illustrate changes in roadway configuration for each phase.
 WABN: West Approach Bridge North

PM Peak Hour Traffic Volumes (Vehicle Per Hour)
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