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1.0   Study Methodology 
 
Models Used and Analysis Assumptions 
 
Models Used 
The regional travel demand forecast models in the 
three metropolitan areas were used in this analysis. 
All three regional models employ traditional four-step 
modeling procedures.  The use of four-step travel 
forecasting models is a standard practice, and this 
type of model has commonly been used by major 
metropolitan areas across the country over the last 
three decades to develop multi-modal travel 
forecasts.  For all three regions, common procedures 
were developed to estimate the analysis metrics 
documented in the study.  The following paragraphs 
describe the models used in each region in more 
detail. 
 
Central Puget Sound Regional Model 
The travel forecasting analyses performed in the 
central Puget Sound region relied on PSRC�s 
regional model1, which forecasts HOV, non-HOV, and transit modes.  The PSRC multi-modal 
model was updated and validated to 1998 conditions.  The model interfaces with a land use 
allocation model that produces population and employment forecasts for the central Puget 
Sound region (King, Kitsap, Pierce, and Snohomish Counties) using the STEP regional 
econometric model, the Disaggregated Residential Model (DRAM), and the Employment 
Allocation Model (EMPAL).   
 
Vancouver Regional Model 
The travel forecasting analyses performed in the Vancouver region relied on the Southwest 
Washington Regional Transportation Council�s (RTC�s) regional model.  The RTC model is a 
variation of the Metropolitan Demand Model maintained by Metro, the Portland region�s 
Metropolitan Planning Organization (MPO), and was updated and validated to 2000 conditions.  
The land use element of the model is based on household and employment forecasts by Metro 
for the Oregon region and by Clark County for the Vancouver region.  The RTC model has a 
carpooling component for home-based work trips, but is not calibrated to have a high occupancy 
vehicle (HOV) lane component.  It also includes transit modes such as express bus, local bus, 
and light rail. 
 
Spokane Regional Model 
The Spokane area analysis was based on the Spokane Regional Transportation Council 
(SRTC)�s regional travel demand model.  The model is based on Growth Management Act 
(GMA)-consistent regional socioeconomic and demographic forecast data by traffic analysis 
zones, and produces output for HOV, non-HOV, and transit modes.  Unlike the central Puget 
Sound regional model, this model does not directly produce output reflecting commercial or 

                                                
1 Land Use and Travel Demand Forecasting Model - Current Model Documentation,� prepared for PSRC by 
Cambridge Systematics, Inc. with Urban Analytics, June 30, 2001 
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There are four basic phases in the 
traditional travel-demand forecasting 
process: 
1.  Trip generation forecasts the number 
     of trips that will be made  
2.  Trip distribution determines where the 
     trips will go; 
3.  Mode choice predicts how the trips 
     will be served by the available modes 
     of travel; and 
4. Trip assignment predicts the routes 
     that the trips will take, resulting in   
     traffic forecasts for the highway 
     system and ridership forecasts for the 
     transit system. 
Source:  Khristy, JC, and B. Kent Lall, 
Transportation Engineering, Second Edition, 
1998 
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freight performance.  For this reason, commercial vehicle trips were tabulated through a post-
processing procedure.  The area that encompasses the SRTC model includes all of Spokane 
County and the jurisdictions contained within, plus external zones that reflect travel from 
outlying areas into and out of the County, including Kootenai County and all of Idaho. 

Model Assumptions and Limitations 
All the three regional models were developed with the assumptions that people will continue to 
make travel decisions in 2025 as they do today and there are no significant transportation 
technology advances from now till then. Although all three models can perform multimodal traffic 
forecasts, the models do not do a very good job in forecasting people�s choices of using 
different travel options and their reaction to value pricing (roadway tolling). For example, the 
existing regional models do not capture how drivers may alter their time of travel or cancel trips 
altogether to avoid delays or tolls.  Instead, the models tend to limit the behavioral response of 
value pricing to the shortening of trips in order to lower travel costs and/or to a change of travel 
mode.   The response was primarily observed as the formation of three or more person carpools 
due to their assumed toll-free status.  For the purposes of this study, no procedures were 
developed to augment the model�s capabilities to handle time 
shifting and peak spreading (i.e., travelers changing the time 
of travel to avoid congestion and/or the highest tolls and the 
related spreading of the peak periods of travel) and outright 
trip elimination (i.e., combining two trips into one).  If trip time 
shifting, peak spreading and/or trip elimination were better 
accounted for, the results for the scenarios including value 
pricing might be somewhat improved. 
Caution should be taken in relying on these results because of 
the limitations of the travel demand forecast models used in 
the analysis and uncertainties associated with forecasting 
travel behaviors far into the future in general. 

Other Analysis Assumptions 
To ensure consistency in the analysis, the following assumptions were applied to the three 
urban areas:   
 

• A 2025 baseline scenario was established as a benchmark for comparing all other 
scenarios. Since most analysis was done in 2004, prior to the 2005 legislative session, 
the transportation projects funded by the 2005 Transportation Partnership Account were 
not included in the 2025 baseline. 

• The land use forecasts for the three regions were based on adopted land use 
(population and employment) projections developed by each region�s Metropolitan 
Planning Organization (MPO) and were held constant for all analyses. 

• Transportation analysis metrics were developed to evaluate how well the scenarios 
address traffic congestion and related topics and do not represent a full spectrum of 
transportation issues.  The metrics were developed from travel models available for use 
within each region.   

• Costs were developed using common planning-level cost estimating techniques that 
account for different unit costs from region to region.  

• To help estimate the costs for each scenario, key environmental factors were assessed 
at the system level. Corridor level assessment was not performed because it would 
require corridor level design, which is beyond the scope of this study.  
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• Modeling year:  2025;  
• Time periods:  1) a two-hour PM 

peak period, and 2) daily;  
• Fixed land use and overall level 

of person-trip making for each 
scenario; 

• Tolls applied as function of 
roadway demand and levels of 
congestion; and 

• Peak spreading not captured. 
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• Review of other potential environmental impacts focused on broad-ranging regional 
effects and did not include any project-level environmental studies.  Environmental 
review focused on a few key areas and does not represent the full range of 
environmental issues. 

• Economic analyses examined a broad range of benefits and costs associated with the 
scenarios.  The methodology is consistent with a benefit-cost analysis conducted at a 
project-level, but streamlined for application at the aggregate level for the entire region.  

• Value pricing strategies included in the scenarios were analyzed to the extent that they 
could be modeled within a region�s travel forecasting process.   These models do not 
capture the full spectrum of potential value pricing effects on travel behavior.  

• This study does not attempt to define potential funding mechanisms at the local, 
regional, or state level needed for transportation facilities or programs analyzed. 

• This study did not include project-level designs.  Therefore, the study results should not 
be used to compare specific projects or to appropriate project funding. 

 
 

Scenarios and How They Were Developed 

Description of Scenarios 
Various transportation scenarios were tested within each region.  The intention of the scenarios 
developed for this study was to represent a range of possible system-wide improvements, but 
not to define all possibilities.  The purpose was to identify which types of improvements might 
most effectively relieve congestion and at what cost. 
 
The scenarios began with the development of the 2025 Baseline Scenario, a scenario that only 
includes projects with committed funding.  From this base, the study examined three scenarios 
that focused exclusively on roadways, transit, or value pricing, and four mixed scenarios that 
included investments in more than one mode or type of capacity improvement.  Additional 
analyses, including travel demand management and system efficiency improvements, were 
conducted in two of the regions. 
 
In order to help frame the scenarios, the study team developed two capacity-unconstrained 
travel forecasts; these unconstrained forecasts were used to identify the highest demand 
corridors for both highway and transit.  The Unconstrained Highway Demand Analysis assumed 
there was no congestion anywhere in the regions, while the Unconstrained Transit Demand 
Analysis assumed that everyone would have convenient access to frequent and reliable transit 
service.  The results of the unconstrained forecasts helped to shape the combinations of 
highway and transit investments tested in the scenarios. 
 
2025 Baseline Scenario 
The 2025 Baseline Scenario represented existing transportation facilities, as well as future 
projects that are committed by the Washington State Department of Transportation (WSDOT), 
regional providers, and local agencies. These projects have funding secured or have a very high 
likelihood of being implemented by 2025.  For example, this scenario included projects that are 
under construction or have secured funding as part of the state�s Nickel Funding program, the 
Seattle Monorail Project (SMP) Greenline, and Sound Move Phase I.  All of the following 
scenarios were compared to the 2025 Baseline Scenario. 
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Unconstrained Transit Demand 
The Unconstrained Transit Demand Analysis was developed to identify demand for transit in 
response to a very high frequency transit system with excellent accessibility to all travelers in 
the region.   The Unconstrained Transit Forecast assumed that transit service would be 
available everywhere and would provide direct, no-transfer service to every destination within 
the region.  Under this nearly ideal transit service condition, travelers would be able to reach a 
transit stop via a two and a half minute walk from their 
homes or businesses, and would wait no more than five 
minutes during peak periods (seven and a half minutes 
during off-peak periods) for a one-seat, no-transfer ride on 
transit to their destination.  The average travel speed for 
the ride on transit was assumed to be 18 mph (50 percent 
faster than today), except for trips that could be made at a 
higher average speed in the 2025 Baseline transit network.  
Transit fares were assumed to be consistent with today.  
The Unconstrained Transit Forecast results were used to 
identify corridors for additional transit service in the Transit 
Focus Scenario and the mixed scenarios, which are 
described below.   
 
Unconstrained Highway Demand 
The Unconstrained Highway Demand Analysis assumed that all vehicle travelers (cars, buses, 
carpools, etc.) would be able to make any trip within the region at any time of day, using any 
combination of freeways and arterials, without experiencing any congestion.  The forecast 
revealed the maximum demand for roadways under free-flowing conditions, and identified what 
highway capacity improvements would potentially be necessary to �eliminate� congestion.  The 
Unconstrained Highway Demand Analysis results were used to identify potential corridors for 
additional lanes to address major congestion areas in the Highway Focus Scenario and the 
mixed scenarios, which are described below.  
 
Transit Focus Scenario 
The Transit Focus Scenario was built based on analysis of the Unconstrained Transit Demand 
Analysis and existing transit plans.  It represented a very high transit system investment.  This 
scenario consisted of transit investments that have already been identified through long-range 
planning or other studies, and new transit investments that address unmet transit demand, as 
identified through the Unconstrained Transit Demand Analysis.  The transit investments 
included high-capacity transit (HCT) facilities such as light-rail transit (LRT) and/or monorail.  
This scenario also included increases in local and express bus service, commuter rail service, 
and passenger ferry services where applicable, to connect major population and employment 
centers throughout the region.  This scenario was developed to evaluate how well a very heavy 
investment in transit alone could relieve congestion. 
 
Pricing Focus Scenario 
The Pricing Focus Scenario was analyzed for the central Puget Sound and Vancouver regions 
only.  This scenario's underlying objective was to make more efficient use of the existing system 
capacity through the application of variable roadway value pricing.   
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The 18 mph average speed is a typical 
speed for travel on an urban rail system 
with station spacing that allows most 
travelers to access transit by walking 
(i.e., the Chicago Transit Authority Red 
Line with an average speed of 19 mph 
and an average station spacing of 0.6 
miles and the New York City Transit �A� 
Line with an average speed of 18 mph 
and an average station spacing of 0.5 
miles).  As a point of reference, the 
average speed for transit service in 
Puget Sound (including local and 
express buses) is currently 12 mph. 
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The Pricing Focus Scenario assumed that the 
entire regional roadway network would be tolled 
on a per-mile basis based on the level of 
congestion once a threshold level of demand 
was met.  In the Puget Sound region, carpools 
of three or more persons (HOV 3+) were 
assumed to travel toll-free under all conditions.  
In Vancouver, carpools faced reduced tolls but 
were not assumed to be toll-free.  Toll rates for 
each roadway segment and travel direction 
were determined by the demand and capacity 
relationships of the segment at different times 
of day and users� willingness to pay for delay 
reduction, with toll rates approximating the 
external delay cost that each user imposes on 
the rest of the system.  Expressed in constant 
2003 dollars, tolls would vary from zero at times 
of low demand/no congestion, and would rise 
with increasing demand/delay to a ceiling of 50 
cents per mile corresponding to highly 
congested conditions when roadway demand 
meets or exceeded capacity.  It was assumed 
that meters in vehicles would locate the vehicle 
by roadway type and keep a running total of toll 
charges as the vehicle is driven. 
 
Highway Focus Scenario 
The Highway Focus Scenario was based on analysis of the Unconstrained Highway Demand 
Analysis to construct a very high level of roadway capacity improvements.  The specific capacity 
additions included highway projects identified in each region�s long-range transportation plan 
with additional lanes targeted at other identified congested locations.  Roadway capacity was 
provided both within and outside of the designated urban growth boundaries.  This scenario 
increased capacity on major freeways and arterials in each region to meet most of the roadway 
demand, as determined through the Unconstrained Highway Demand Analysis.  The goal in 
defining this scenario was to add lanes to a facility or parallel facilities to satisfy the majority of 
the demand identified in the Unconstrained Highway Demand Analysis.  This scenario was 
developed to evaluate what an aggressive increase in highway capacity alone could do to 
relieve congestion.   
 
Mixed Scenarios 
Four combinations of the Highway, Transit, and Pricing Focus Scenarios were developed to test 
combinations of transit, highway, and value pricing strategies.  The purpose of developing and 
testing these mixed scenarios was to evaluate how well multi-modal solutions would relieve 
congestion.  These four mixed scenarios were defined as follows:   
 
Highway and Transit Intensive:  This scenario included high investments in both the transit and 
roadway network (about 70 to 80 percent of the lane miles of the Highway Focus Scenario and 
70 to 80 percent of the service hours of the Transit Focus Scenario), to examine the interaction 
between large-scale capital investments in highways and transit within each region.  Since both 
highway and transit capacity levels were lower than those assumed in the Highway and Transit 
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The Puget Sound Regional Council (PSRC) is 
currently leading the Traffic Choices Study � 
a demonstration project with the objective of 
developing a better understanding of the behavioral, 
policy and technical issues associated with roadway 
value pricing.  A representative sample of drivers 
from throughout the region are participating in the 
year-long study in which five hundred vehicles from 
over 300 households have been outfitted with an in-
vehicle, global positioning system (GPS)-based 
metering device.  The GPS unit identifies the vehicle 
location and displays the monetary cost to use each 
roadway on a per-mile basis at the time it is 
approached.  Participants have travel budgets 
established from their normal or baseline travel 
using the applicable toll rates before value pricing is 
activated.  Once value pricing is turned on, 
participants who alter their travel behavior in such a 
way as to reduce their overall travel costs get to 
pocket the savings.  The project will help 
researchers and policymakers better understand the 
value placed on road access and mobility 
by travelers in the central Puget Sound region. 

For further information on this project, visit the 
project�s Web site at:   

http://www.psrc.org/projects/trafficchoices/ 
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Focus Scenarios, this scenario tested how much mutual benefit could be achieved by including 
the most productive elements of each mode.  In this scenario, the most productive highway 
capacity additions were retained, emphasizing highway capacity within the �core� of the regions.  
Less productive improvements were removed, typically on the outskirts of the region outside of 
designated urban growth areas (UGA).  This scenario also retained transit facilities and services 
that exhibited the highest ridership potential within congested corridors under the Transit Focus 
Scenario. 
 
Highway Emphasis:  This scenario included a high investment in the roadway network (about 70 
to 80 percent of the Highway Focus Scenario), but a relatively lower investment in transit 
improvements (more than the 2025 Baseline Scenario but much less than the Transit Focus 
Scenario).  This scenario examined how well a primarily bus-oriented transit system, integrated 
with a high level of highway capacity expansion, could relieve roadway congestion.  Many of the 
transit service enhancements used the expanded HOV1 lane and general traffic capacity 
provided in this scenario�s highway network.  The transit system enhancements focused on 
service between major population and employment centers, while the highway system provided 
capacity expansion throughout the region. 
 
Transit Emphasis:  This scenario included a high investment in transit improvements (about 70 
to 80 percent of the Transit Focus Scenario), but a relatively lower investment in roadway 
improvements (30 to 40 percent of the Highway Focus Scenario).  This scenario examined the 
extent to which a substantial investment in HCT facilities and bus service, along with targeted 
highway investments within a region, could relieve congestion.  Like the Highway and Transit 
Intensive Scenario, this scenario retained transit facilities and services that could offer the 
highest ridership potential within congested corridors.  This scenario included highway capacity 
projects that focus on the regions� �cores� and minimized roadway expansion on the periphery 
of each region. 
 
Transit Emphasis with Pricing:  This scenario is the same as the Transit Emphasis Scenario, 
except for the addition of freeway variable value pricing as a function of the level of congestion.  
This scenario examined travel behavior changes and the potential benefits to transit and 
carpools with non-HOVs2 paying tolls.  The scenario also identified possible changes in people�s 
travel routes, including shorter trips and/or diversion to arterial roads as a result of variable tolls 
being applied to the major freeway corridors.  Existing or new HOV lanes were not tolled, nor 
were HOVs traveling outside of the HOV lanes tolled.  The purpose of this scenario was to 
evaluate how well the combination of roadway value pricing, major transit investments and 
strategic highway capacity improvements work together to relieve congestion.   
 
How Scenarios Were Developed 
Each region developed its scenarios in a collaborative effort with the agencies participating in 
each region�s work groups.  Participants included WSDOT (Southwest Region, Eastern Region, 
Urban Planning Office, Urban Corridors Office, and Ferries), King County Metro, Sound Transit, 
Puget Sound Regional Council (PSRC), Spokane Regional Transportation Council (SRTC), 
Spokane Transit Authority, the Southwest Washington Regional Transportation Council (RTC), 
Metro (Portland�s MPO), C-TRAN, Tri-Met, and the Oregon Department of Transportation. 
 
The work groups examined the results of the Unconstrained Highway and Transit Demand 
Analyses to develop the Highway and Transit Focus Scenarios.  For the Highway Focus 
Scenario, each region�s work group identified the approximate number of lanes that would be 
                                                
2 For the purpose of this study, HOV is defined as vehicles with three or more persons (driver included) 
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required to meet the forecasted unconstrained demand.  For the Transit Focus Scenario, the 
unconstrained transit demand forecasts were used by the Puget Sound and Vancouver groups 
to identify candidate corridors for HCT facilities or expanded express bus service.  In Spokane, 
existing transit plans and policies guided the selection of HCT facilities and express bus service 
corridors.  For the central Puget Sound and Vancouver regions, the Pricing Focus Scenario was 
developed in consultation with the project�s expert panel members who specialize in the 
forecasting effects of value pricing. 
 
Once the three focus scenarios were analyzed, each region�s work group prepared two sets of 
highway and transit scenarios that were representative of mid-points between the 2025 Baseline 
and focus scenarios.  The work groups discussed several versions of these scenarios before 
agreeing on the mixed scenarios to be tested.  For the central Puget Sound and Vancouver 
regions, the work groups also created a new scenario that added a value pricing strategy to the 
Transit Emphasis Scenario.  Finally, the Puget Sound and Vancouver work groups conducted 
additional analyses in combination with one or more of the mixed scenarios, as described 
below.   
 
Additional Analyses 
For the central Puget Sound and Vancouver areas, additional analyses were conducted to test 
enhancements to the preceding scenarios.  The central Puget Sound area evaluated enhanced 
Transportation Demand Management (TDM) and Transportation Systems Management (TSM) 
strategies, an additional parallel corridor, and a high-occupancy toll (HOT) lane network.  The 
Vancouver area evaluated enhanced TDM.  Details of the additional analyses are included in 
Chapters 3 and 4. 
Table 1-1 summarizes the scenarios studied within each region.  The scenarios were tailored as 
appropriate for each region, as described in Chapters 2 through 4. 
 
 
Table 1-1:  What Was Studied in Each Region 
 Puget Sound Vancouver Spokane 
Baseline Conditions    
Existing Conditions � � � 
2025 Baseline � � � 
    
Unconstrained Forecasts    
Unconstrained Highway Demand � � � 
Unconstrained Transit Demand � � � 
    
Scenarios:    
Highway Focus � � � 
Transit Focus � � � 
Pricing Focus � �  
Mixed Scenario � Highway and Transit Intensive � � � 
Mixed Scenario � Highway Emphasis � � � 
Mixed Scenario � Transit Emphasis � � � 
Mixed Scenario � Transit Emphasis with Pricing � �  
    
Additional Analyses:    
Efficiency Improvements (TDM and/or TSM) � �  
I-5 Parallel Corridor �   
High-Occupancy Toll (HOT) Lane System �   
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How Were these Scenarios Evaluated? 
A variety of metrics were used to compare the performance and potential impacts of the 
scenarios.  These metrics were broken into four categories: 

• Transportation Analysis:  indicated how the transportation system performed (e.g., 
congestion, travel time, etc.). 

• Cost Estimates:  identified the range of capital, operation and maintenance (O&M), right-
of-way (ROW), and roadway environmental impact mitigation costs.  

• Economic Analysis:  assessed the monetary value of user and societal mobility benefits 
from relieving congestion along with the incremental costs associated with increasing 
and maintaining system capacity and/or implementing policies for reducing congestion. 

• Environmental Review:  indicated how scenarios compared regarding potential impacts 
to the natural and built environment (e.g., wetlands and stream impacts, and potential 
impacts to minority and low-income populations).   

 

Transportation Analysis 
A series of transportation analysis metrics was developed to assess the comparative 
performance of the scenarios in terms of their effectiveness in addressing congestion. Table 1-2 
lists the analysis metrics.  
 
Table 1-2:  Transportation Analysis Metrics 

Analysis Metric Definitions 
Vehicle  
Hours of Delay 

The amount of delay (per vehicle) experienced either daily or 
during the two-hour PM peak period. 

Commercial Vehicle Hours 
of Delay 

The amount of delay experienced by trucks either daily or during 
the two-hour PM peak period. 

Vehicle Delay per Mile The intensity of delay experienced by vehicles on the state 
highway system measured as total daily delay per mile. 

Congested Hours per Day The number of hours per day during which a corridor is 
congested in the peak direction of travel. 

Travel Times The time it takes to travel, either via car or transit, during the PM 
peak period for a set of typical trips in the region.   

Person Volumes The number of people traveling on a facility during a day or 
during a two�hour peak period. 

Vehicle Miles of Travel The number of miles all vehicles travel either for an entire day or 
during the PM peak period.   

Mode Share The number of people traveling by transit, carpool, or alone in 
their cars, averaged for an entire day or for the PM peak period. 

Transit Ridership Potential The potential for high-capacity transit usage within a designated 
corridor. 

 
All transportation analysis metrics were based on modeling results.  The following paragraphs 
describe what was measured for each of the performance measures.   
 
Vehicle Hours of Delay and Average Delay per Vehicle Trip:  Vehicles are assumed to be 
experiencing delay when the speed is lower than the posted speed limits.  Delay was calculated 
based on model output for two measures:  average delay per vehicle trip and total vehicle hours of 
delay.  Average delay per vehicle is a measure of the average time delay for each vehicle trip.    
Total vehicle hours of delay measures the delay experienced by all vehicles. Both measures of 
delay were calculated for daily and PM peak time periods. 
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Person Hours of Delay:  Person hours of delay is the delay experienced by people according to 
two metrics:  total person hours of delay in personal vehicles and average delay per person.  
Total person hours of delay were derived from model output and presented for both the daily 
period and PM peak period.  Average delay per person was calculated by dividing total person 
hours of delay by the number of person trips, both daily and during the PM peak period. 
   
Commercial Vehicle Hours of Delay:  Commercial vehicle hours of delay are a measure of the 
daily and PM peak period delay experienced by commercial vehicles (all trucks of two axles or 
more).  This metric was derived from model output for Puget Sound and Vancouver.  For 
Spokane, the metric was developed by applying existing truck percentage to model output. 
 
Vehicle Delay per Mile:  Vehicle delay per mile measures the intensity of congestion on a daily 
basis along freeway corridors.  Total daily vehicle delay on a facility was divided by the number 
of centerline miles.  
 
Congested Hours per Day:  Congested hours per day are an estimate of the number of hours 
per day during which a roadway is congested in the peak direction of travel.  For a freeway, 
congestion is defined as conditions where travel speeds drop below 40 to 45 mph, at which 
point the facility�s efficiency begins to deteriorate (see call-out box below for more on efficiency).  
Congested hours per day were calculated using model output for each selected highway or 
freeway facility. 
 

 
Travel Times:  Travel time is a measure of the duration of a trip from the time a traveler enters a 
vehicle until he/she exits a vehicle at the final destination.  Travel time was estimated between 
origins and destinations for travelers driving in cars and by transit, as estimated by the model.  

� ��������������������������������������������������������������������� ���������� 
The highest volumes of traffic on a freeway are generally not associated with the highest speeds.  This is because 
at higher speed ranges drivers tend to adjust vehicle spacing in such a way that fewer vehicles will pass a given 
point of the roadway in a given period of time than at an �optimal� speed characterized by drivers� comfort with 
somewhat closer vehicle spacing.   
 
The optimal speed from the standpoint of throughput efficiency can be generally examined for roadway segments 
as illustrated in the figure.  It plots volume throughput (the higher volumes are to the right and can be read on the 
x-axis) against speed (the higher speeds are to the top and can be read on the y-axis), based on data collected 
from dozens of snapshots of performance taken during a given time period.  The figure demonstrates that the 
highest throughput in this example� just slightly in excess of 2000 vehicles per lane per hour � was attained when 
highway speeds were operating between forty and fifty miles per hour. 

  

 
I-405 NB @ 24th NE, Weekdays in May, 2001
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As delay mounts, speeds drop.  As 
conditions develop in this way, the 
efficiency of the highway � the 
number of vehicles passing the 
counting point in a given period of 
time, drops dramatically.  This 
situation is illustrated in the lower 
part of the graph. 
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For transit, the travel time also includes the initial waiting time at a transit stop plus any wait due 
to transfers. 
 
Person Volumes:  Person volumes are a measure of the number of people traveling on a facility 
in autos, commercial vehicles, or transit vehicles.  Within the region, person volumes were 
estimated at several screenlines.  Screenlines are imaginary lines drawn across parallel 
roadways and other transportation facilities (such as transit routes) that are used for analysis 
purposes.  
 
Vehicle Miles Traveled:  Vehicle miles of travel (VMT) are a metric of the total amount of vehicle 
travel in a region, to portray overall changes in travel activity that may occur in response to a 
scenario.  VMT was calculated from model output by multiplying the total number of vehicle trips 
per day by the length of the trip (in miles). 
 
Transit and HOV Mode Share:  Mode share is the percentage of person trips made by non-
HOVs, HOVs, and/or transit.  It was calculated by analyzing model output for trips by mode 
during the PM peak periods and daily. 
 
Transit Ridership Potential:  Transit ridership potential was qualitatively estimated using the 
modeled forecasts of transit ridership on high capacity transit (HCT) facilities within 
transportation corridors. 
   
Cost Estimation 
Costs were estimated as the public costs for 
implementing, mitigating, operating and 
maintaining the infrastructure investments 
associated with each scenario, relative to the 
2025 Baseline Scenario.  Separate 
calculations were made for the following cost 
elements: 

• Capital costs, including: 
� Design and construction 
� Right-of-way/property impacts 
� Roadway environmental impact 

mitigation 
• Operations and Maintenance costs  

The model estimates were adjusted according 
to region, whether urban or rural, and based 
on the type of roadway or transit facility.  
Project costs were published as a range of 
probable costs and not as a single cost 
number. 
 
A risk assessment spreadsheet was also 
developed to determine a probable range of 
cost variation for each scenario.  The CRA 
Workgroup conducted a one-day uncertainty 
assessment workshop to develop factors 
affecting overall costs in each urban area.  This effort was a global assignment of variations to 
the regional results and not to each individual project.  The team concentrated on only major 
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Roads 
• Full design standards applied;  
• Widening symmetrical about centerline of the 

existing roadway; 
• All existing interchanges in the project limits are 

rebuilt due to widening;  
• Major connecting streets rebuilt to meet the added 

demand;  
• Retaining walls, noise walls, drainage facilities, in 

line bridge widening, signals, illumination and other 
undetermined design features calculated as a 
percentage for each lane mile based on averages 
derived from similar projects;  

• Storm water mitigation to be largely ponds in rural 
areas and vaults in urban areas; and 

• Roadway O&M costs derived as a percent based on 
historical averages. 

 

Transit 
• Transit capital costs estimated for high capacity 

transit, bus transit and passenger ferries;  
• Elements include guideway sections, transit stations, 

passenger ferry terminals, park-and-ride lots, 
maintenance bases and vehicle acquisition;  

• Most high capacity transit improvements occur 
within existing transportation rights-of-way, usually 
on aerial guideways; and 

• Transit O&M costs include ongoing operations and 
maintenance of bus, high capacity transit and ferry 
systems. 
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items of significance for variations such as increased environmental regulations, lack of 
resources for large programs and public insistence on enhancements.  The variations were 
reviewed at WSDOT and adjusted according to current Cost Estimation Validation Process 
(CEVP) history.  The cost estimates are expected to be within -5 to +25 percent of final 
estimates.  Following consultations with several experts, ranges were used instead of single 
values to account for uncertainty due to the lack of project-level information. 
 
Capital Costs:  The capital costs include three major components: 

• Design and construction; 
• Right-of-way/property impacts; and 
• Roadway environmental impact mitigation. 

Each of these components is described below. 
 
Design and construction � Design and construction cost estimates were developed using 
models based on unit price estimates for 'typical' roadway sections, interchanges, and transit 
elements for light rail transit, bus rapid transit, commuter rail, buses, and park-and-ride lots.  
Models of interchange, roadway, and transit elements were developed and modified with input 
from WSDOT and local transit agencies to reflect area case histories.   
 
For highways, the capital costs were estimated separately for mainline facilities and 
interchanges.  Mainline widening costs were assigned according to the type of road (limited or 
non-limited access highway) and area category of rural/suburban, urban, or dense urban.  
Interchange selection involved selecting the appropriate interchange type from a menu of 
22 types for each urban area. 
 
The highway costs were developed by segment and then tested against several known project 
costs in each study area to determine the reasonableness of model estimates and to ensure 
consistency of application.  These estimates were also tested against an array of projects 
throughout the nation and against WSDOT cost history studies.  
 
Transit capital costs were estimated for a variety of elements including transit guideway sections 
(at-grade, aerial and underground), transit stations (also at-grade, aerial and underground), 
passenger ferry terminals, park-and-ride lots, and maintenance bases for buses and high 
capacity transit vehicles.  Vehicle acquisition costs were also estimated for high capacity transit 
vehicles, buses and passenger ferries.  Transit capital costs (by corridor and system-wide) were 
reviewed with WSDOT, transit agency and MPO staff for reasonableness and consistency with 
previous estimates. 
 
Right-of-way � Right-of-way (ROW) needs were estimated from review of aerial photos 
compared to the estimated needs for each improvement item.   For roadways, ROW needs 
were estimated by reviewing existing aerial photos and comparing the visible or estimated ROW 
lines on the photos to the additional ROW needed, based on the suggested improvement to the 
facility.  A property was assumed to be affected when the new ROW would approach or 
encroach on property structures.  ROW costs were adjusted to meet future build-out conditions 
according to growth management boundaries. 
 
In the central Puget Sound region, transit-related improvements would require additional right-of-
way for park-and-ride facilities and transit vehicle maintenance and storage facilities.  Transit right-
of-way needs associated with new alignments were also identified in specific corridors where the 
need was apparent or previous planning was available.  In most corridors, however, transit 




