
The SR 99 Tunnel Project is one of 
the largest excavation projects in the 
history of our state. 

The project’s five-story-tall tunneling 
machine will remove approximately 
one million cubic yards of soil by 
the time it finishes digging the 
tunnel. While the ground naturally 
experiences movement over time, 
digging underground may cause 
additional movement.

We researched the soil’s characteristics 
before establishing the two-mile-long 
tunnel route. Most of the tunneling will 
take place deep beneath downtown 
Seattle in very dense and stable soils. 
In fact, multiple tunnels in the region 
have been successfully excavated in 
similar conditions. 
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For more information

Visit the website at www.AlaskanWayViaduct.org
Call the hotline at 1-888-AWV-LINE (298-5463)
Send an email to viaduct@wsdot.wa.gov
Follow on twitter @BerthaDigsSR99

Send a letter to:
Alaskan Way Viaduct Replacement Program
Washington State Department of Transportation
999 Third Ave., Suite 2200
Seattle, WA 98104
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Ground monitoring along the SR 99 tunnel route
Monitoring program
WSDOT and the contractor have 
implemented a comprehensive 
program to monitor the ground during 
construction. As the tunneling machine 
digs through the earth, crews measure 
the soil it removes while also tracking 
any ground movement or changes 
above its path. 

Buildings, utilities and streets located 
above and near the tunnel route were 
surveyed prior to construction and will 
continue to be monitored throughout 
the project. Crews also documented 
the interior and exterior conditions 
of buildings along the alignment at 
the start of construction. As part of 
a daily procedure, surveyors gather 
data from monitoring devices installed 
on buildings and compare it to data 
collected before construction.  

Roadways taking shape at south entrance 
to the SR 99 tunnel.

Crews inside the tunneling machine control room. 

WSDOT crews surveying ground monitoring points.

A process is in place to address claims 
of damage to buildings, utilities or 
streets during tunnel construction. 
Anyone may file a tort claim and more 
information is available at  
www.alaskanwayviaduct.org. We will 
rely heavily on pre-construction surveys 
and monitoring data to evaluate 
reported construction-related damages.

Information from the 
tunneling machine
The SR 99 tunneling machine is specifically 
designed for the groundwater and soil 
conditions along the tunnel route. Data 
is collected in real-time by thousands of 
instruments on the machine. Grout may be 
injected to fill any voids and stabilize the 
ground to prevent settlement.  

Many sources of data
The project team has multiple systems in
place for monitoring the ground, buildings
and other infrastructure. Automated survey
machines on building rooftops take readings
of monitoring points on nearby buildings and
the ground to measure movement.
Information from these machines is recorded
around the clock. The contractor also
regularly surveys monitoring points on the 
ground, buildings and structures. WSDOT
surveyors also perform manual surveys to
verify the contractor’s results. Monitoring
equipment below the streets, sidewalks and
even some private property also tracks
movement below the ground surface. The
project team meets regularly to review the
monitoring data. 
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Building monitoring: We have outfi tted nearly 200 
buildings along the tunnel route with equipment 
to measure movement. Buildings have monitoring 
points installed on the exterior, and a limited number 
require equipment on the inside, typically in the 
basement. Data is being collected around the clock. 

Ground monitoring: More than 700 
underground monitoring instruments 
are installed in the streets and 
sidewalks along the tunnel route. 
These instruments track any 
movement below the surface during 
tunneling.

Equipment installation, maintenance and removal: We have 
coordinated closely with property owners for installation and removal 
of monitoring equipment. During tunneling, some maintenance and 
readings may require that we have periodic access to the monitoring 
equipment. After tunneling the equipment will be removed and all 
buildings, streets and sidewalks will be restored to their original 
condition. Installation of equipment and restoration of historic buildings 
will be consistent with federal and local preservation standards.

Schedule: Monitoring equipment installation began in spring. In early 
2015, the program team expanded efforts to monitor ground movement 
throughout Pioneer Square. We will continue collecting data for about 
six months after tunneling is complete to ensure there is no delayed 
movement, after which the equipment will be removed from buildings.

Monitoring plan features

 Automated survey machine
• Size: Approximately 1 foot by 6 

inches, plus brackets or stand.
• Attaches to building roof or 

exterior.
• Continuously scans monitoring 

points to detect movement. 
Immediately transmits data to 
project team. Operates silently.

 Crack gauge
• Size: Approximately 1 inch 

by 6 inches. 
• Attaches to building with epoxy.
• Measures existing building cracks 

and any changes.

 Monitoring points
• Size: Ranges from 6-by-6-inch prism 

to as small as a nail head. 
• Continuously read by automated 

survey machines mounted on 
each block, or by manned survey 
equipment.

• Several monitoring points are installed 
on building exteriors.

Ground monitoring instruments
• Size: 4 to 12 inches in diameter.
• Installed 2 to 300 feet underground 

in public right of way (streets and 
sidewalks) and covered with caps that 
resemble small manhole covers. 

• Measures movement deep 
underground.

• Most electronically transmit data to 
project team; however, some require 
manual readings.

 Tiltmeter
 (used only on a handful of buildings)

• Size: 3-by-12-inch device.
• Fastens to an interior wall, 

generally in basements, with 
bolts or brackets.

• Electronically transmits data 
to project team.

Liquid level sensor
(used only on a handful of buildings)

• Size: A half-inch diameter tube 
fi lled with water that feeds into a 
6-by-3-inch device that measures 
water level. 

• Mounts on an interior wall, 
usually in basements, with bolts 
and brackets.

• Electronically transmits data 
to project team.
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