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ary U.M.C. DESIGN POLE POLE CAP

NUMBER TYPE TUBE SIZE REQUIRED

BASE TYPE
(SUP OR FIXED)

TA-10025-A 11E~6.50x5.43x7'-8" NO

TA-10025-C 11E-6.50%5.38x8'-0" YES

TA-10025-8 11£-6.50x5.15x9'~8" NO

TA-10025-D 11E-6.50x5.10x10"-0" YES

11 GA = 0.120" WALL THICKNESS
E = ROUND TAPERED STEEL TUBE @ 0.14 in/ft TAPER

ORDER EXAMPLE:
TA-10025-A-FB

‘matches the curent revision maintained in digital format, within but a single source and prosected by ofit restrictions.

that this d

DESIGN CRITERIA:

1. DESIGNED IN ACCORDANCE WITH THE 2009 AASHTO, 5TH EOMON,
"STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR
HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC SIGNALS™ FOR 90 M.P.H.
WIND ZONE. THE DESIGN PARAMETERS INCLUDE:

S0 YEAR STRUCTURE DESIGN LIFE

2. DESIGNED TO STATE STANDARDS PLANS J-21.10-03, J-21.15-01,
& J-20.16-01.

3. ANCHOR BOLTS ANALYZED FOR STEEL STRENGTH ONLY. THE
ANCHOR BOLT EMBEDMENT LENGTH SHOWN ON THIS DRAWING
SHALL BE VERIFIED BY THE FOUNDATION ENGINEER.

4. THE EXPOSED LENGTH OF THE ANCHOR BOLT BETWEEN THE TOP
OF THE FOUNDATION AND THE BOTTOM OF THE LEVELING NUT
SHOULD NOT EXCEED ONE BOLT DIAMETER.

5. WELDING SHALL BE IN ACCORDANCE WITH THE AMERICAN WELDING
SOCIETY CODE AWS D1.1 LATEST EDITION. WELDERS SHALL BE
QUALIFIED IN ACCORDANCE WITH AWS D1.1 WELDING PROCEDURES.

6. CUSTOMER TO CONFIRM ALL DIMENSIONS & ORIENTATIONS BEFORE
RELEASING ORDER FOR MANUFACTURING.

MATERIAL SPECIFICATIONS

TAPERED TUBE ASTM AS95 GR A
PLATE ASTM AS572 GR 50
B ASTM A529 GR 50

BAR HANDHOLE FRAME or ASTM AS72 GR S0
or ASTM A709 GR 50

ASTM A36 or A1011
ASTM F1554 GR 55

ANCHOR BOLT NUTS ASTM A563 GR DH

IFLAT WASHERS ASTM_F436

IPIPE ASTM AS3 GR B, AS00 GR B or C
IKEEPER PLATE (COATING G90) |A653 GR.33

S.S. HARDWARE AISI-300 SERIES (18-8)
STRUCTURE FINISH HD GALV TO ASTM A123

uacontrolled and are to be used for reference oaly. Those using this document for reference avust eske all
=

Hardcopies of this document are consi
e
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ANCHOR BOLTS

JHARDWARE FINISH HD GALV TO ASTM F2329

LFB = FIXED BASE DESIGN
SB = SUP BASE DESIGN

APPROVED

Manufacturer's Pole Plan
Approved For Listing As A

Pre-Approved Drawing _
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