
Bridge Name
Bridge

Number
Mile
post

P2 Bridge Preservation - Concrete Deck Repair / Overlay Projects

(Sorted by Priority Number)

09-11
#

2009-11 Bien Priority Array

Future Work DescriptionRegion Bridge Item$'s

METHOW R153/010 11.831 Bridge Deck Overlay - HMANC $205,632

METHOW R153/003 3.661 Bridge Deck Overlay - HMANC $133,560

OKANOGAN R  GN RY OC097/540 310.613 Bridge Deck Overlay - MCNC $565,422

METHOW R153/020   22.3150 Bridge Deck Overlay - HMANC $90,202

METHOW R153/017 18.9151 Bridge Deck Overlay - HMANC $69,763

METHOW R153/016 16.8552 Bridge Deck Overlay - HMANC $92,232

6Total Number of Bridges = $1,156,811Total of Bridge Item$ =

Page 1 of 1 6/2/2008
Bridge and Structures Office
 WSDOT



Bridge Name
Bridge

Number
Mile
post

P2 Bridge Preservation - Concrete Deck Repair / Overlay Projects

(Sorted by State Route)

09-11
#

2009-11 Bien Priority Array

Future Work DescriptionRegion Bridge Item$'s

OKANOGAN R  GN RY OC097/540 310.613 Bridge Deck Overlay - MCNC $565,422

METHOW R153/003 3.661 Bridge Deck Overlay - HMANC $133,560

METHOW R153/010 11.831 Bridge Deck Overlay - HMANC $205,632

METHOW R153/016 16.8552 Bridge Deck Overlay - HMANC $92,232

METHOW R153/017 18.9151 Bridge Deck Overlay - HMANC $69,763

METHOW R153/020   22.3150 Bridge Deck Overlay - HMANC $90,202

6Total Number of Bridges = $1,156,811Total of Bridge Item$ =

Page 1 of 1 6/2/2008
Bridge and Structures Office
 WSDOT



BRIDGE NUMBER: BRIDGE NAME: MILEPOST:

OKANOGAN R  GN RY OC 310.61

YEAR BUILT / YR WIDENED:

1957

CONTRACT NO.(S):

05371 , 14811

SUFFICIENCY RATING:

61.84 FO

BRIDGE TYPE:

BRIDGE WIDTH (curb-curb): BRIDGE LENGTH:

65926.0

CBox CS

BRIDGE RAIL TYPE: WSDOT CODE - 42

Balluster Rail w/Thrie Beam

EXISTING WEARING SURFACE AND DECK PROTECTION TYPE:

original concrete

RAIL MEETS CURRENT STANDARDS?: SIDEWALK / CURB WIDTH:

YES

AVERAGE DAILY TRAFFIC (ADT): NUMBER OF LANES:

3,240 2

1.0 1.0Lt Rt

VC Type:

NA

BRIDGE DECK SURVEY

EXPANSION JOINTS408    

REVIEWED BY: DATE:

12/12/2007

DELAMINATION RESULTS:

CHLORIDE RESULTS:

REBAR RESULTS:

/03 044.2sq ft722

/7 854 % are > 2 lbs./CY

/% are < or = 1 inch 85712

97 540/

% of deck

Bruce Thill

Modification will be needed to accommodate a new modified 
concrete overlay.

DECK PROTECTIVE SYSTEM RECOMMENDATIONS

COMMENTS:

Bridge Inspection reports indicate 
the deck is more than 5% 
deteriorated. The deck is cracked 
and spalling with has areas of 
exposed rebar. This bridge is in the 
P2 Deck Program.

We recommend 0.5" hydromill 
scarification and with a 1.5" 
modified concrete overlay.

ft. ft.

Bridge Deck Condition Report 

Conc cast-in-place

6.5

DECK TYPE:

DECK THICKNESS:
(Main Span)

in.

North Central

REGION:

DATE

BRIDGE RAIL

VERTICAL CLEARANCE

PROTECTIVE  OVERLAY RECOMMENDED?:

TYPE RECOMMENDED:

YES
MC Overlay / Hydro

09-11 P2 Priority #: 03



BRIDGE NUMBER: BRIDGE NAME: MILEPOST:

METHOW R 3.66

YEAR BUILT / YR WIDENED:

1933

CONTRACT NO.(S):

01658 , 10053

SUFFICIENCY RATING:

45.76 FO

BRIDGE TYPE:

BRIDGE WIDTH (curb-curb): BRIDGE LENGTH:

29125.5

CTB

BRIDGE RAIL TYPE: WSDOT CODE - 25

Steel Post w/Thrie Beam

EXISTING WEARING SURFACE AND DECK PROTECTION TYPE:

ACP w/membrane
1975Year Applied -

RAIL MEETS CURRENT STANDARDS?: SIDEWALK / CURB WIDTH:

YES

AVERAGE DAILY TRAFFIC (ADT): NUMBER OF LANES:

2,135 2

0.5 0.5Lt Rt

VC Type:

NA

BRIDGE DECK SURVEY

EXPANSION JOINTS403    

REVIEWED BY: DATE:

12/12/2007

DELAMINATION RESULTS:

CHLORIDE RESULTS:

REBAR RESULTS:

NA

/8 850 % are > 2 lbs./CY

NA

153 3/

Bruce Thill

Coordinate with your Region's Maintenance Office to 
determine if any repairs are required.

Overlay Thickness - 1.5 inches

DECK PROTECTIVE SYSTEM RECOMMENDATIONS

COMMENTS:

The concrete bridge deck is showing 
signs of distress.

We recommend: removing 1.5" ACP; 
repairing the concrete deck; adding 
a new 0.25' ACP w/membrane overlay.

The bridge rails are also in need of 
replacement.

A BST may be added over the existing 
ACP.

ft. ft.

Bridge Deck Condition Report 

Conc cast-in-place

7.0

DECK TYPE:

DECK THICKNESS:
(Main Span)

in.

North Central

REGION:

DATE

BRIDGE RAIL

VERTICAL CLEARANCE

PROTECTIVE  OVERLAY RECOMMENDED?:

TYPE RECOMMENDED:

YES
ACP w/memb

09-11 P2 Priority #: 01



BRIDGE NUMBER: BRIDGE NAME: MILEPOST:

METHOW R 11.83

YEAR BUILT / YR WIDENED:

1939

CONTRACT NO.(S):

02450 , 10053 , 14375 , 15221

SUFFICIENCY RATING:

44.86

BRIDGE TYPE:

BRIDGE WIDTH (curb-curb): BRIDGE LENGTH:

47624.0

CTB

BRIDGE RAIL TYPE: WSDOT CODE - 25

Steel Post w/Thrie Beam

EXISTING WEARING SURFACE AND DECK PROTECTION TYPE:

ACP w/membrane
1975Year Applied -

RAIL MEETS CURRENT STANDARDS?: SIDEWALK / CURB WIDTH:

YES

AVERAGE DAILY TRAFFIC (ADT): NUMBER OF LANES:

1,655 2

0.0 3.5Lt Rt

VC Type:

NA

BRIDGE DECK SURVEY

EXPANSION JOINTS407    

REVIEWED BY: DATE:

12/12/2007

DELAMINATION RESULTS:

CHLORIDE RESULTS:

REBAR RESULTS:

NA

/8 850 % are > 2 lbs./CY

NA

153 10/

Bruce Thill

Coordinate with your Region's Maintenance Office to 
determine if any repairs are required.

Overlay Thickness - 1.5 inches

DECK PROTECTIVE SYSTEM RECOMMENDATIONS

COMMENTS:

The concrete bridge deck is showing 
signs of distress.

We recommend: removing 1.5" ACP; 
repairing the concrete deck; adding 
a new 0.25' ACP w/membrane overlay.

The bridge rails are also in need of 
replacement.

ft. ft.

Bridge Deck Condition Report 

Conc cast-in-place

7.0

DECK TYPE:

DECK THICKNESS:
(Main Span)

in.

North Central

REGION:

DATE

BRIDGE RAIL

VERTICAL CLEARANCE

PROTECTIVE  OVERLAY RECOMMENDED?:

TYPE RECOMMENDED:

YES
ACP w/memb

09-11 P2 Priority #: 01



BRIDGE NUMBER: BRIDGE NAME: MILEPOST:

METHOW R 16.85

YEAR BUILT / YR WIDENED:

1939

CONTRACT NO.(S):

03507 , 10053 , 15037

SUFFICIENCY RATING:

38.67

BRIDGE TYPE:

BRIDGE WIDTH (curb-curb): BRIDGE LENGTH:

45424.0

CTB

BRIDGE RAIL TYPE: WSDOT CODE - 41

Balluster Rail

EXISTING WEARING SURFACE AND DECK PROTECTION TYPE:

ACP w/membrane
1975Year Applied -

RAIL MEETS CURRENT STANDARDS?: SIDEWALK / CURB WIDTH:

NO

AVERAGE DAILY TRAFFIC (ADT): NUMBER OF LANES:

1,225 2

0.5 3.5Lt Rt

VC Type:

NA

BRIDGE DECK SURVEY

EXPANSION JOINTS407    

REVIEWED BY: DATE:

12/12/2007

DELAMINATION RESULTS:

CHLORIDE RESULTS:

REBAR RESULTS:

NA

/8 850 % are > 2 lbs./CY

NA

153 16/

Bruce Thill

Overlay Thickness - 3.0 inches

DECK PROTECTIVE SYSTEM RECOMMENDATIONS

COMMENTS:

The concrete bridge deck is showing 
signs of distress.

We recommend: removing the 0.25' 
ACP; deck prep; place 0.25' HMA with 
membrane.

The bridge rails are also in need of 
replacement.

ft. ft.

Bridge Deck Condition Report 

Conc cast-in-place

7.0

DECK TYPE:

DECK THICKNESS:
(Main Span)

in.

North Central

REGION:

DATE

BRIDGE RAIL

VERTICAL CLEARANCE

PROTECTIVE  OVERLAY RECOMMENDED?:

TYPE RECOMMENDED:

YES
ACP w/Memb

09-11 P2 Priority #: 52



BRIDGE NUMBER: BRIDGE NAME: MILEPOST:

METHOW R 18.91

YEAR BUILT / YR WIDENED:

1939

CONTRACT NO.(S):

02450 , 10053 , 15037 , 15221

SUFFICIENCY RATING:

49.87

BRIDGE TYPE:

BRIDGE WIDTH (curb-curb): BRIDGE LENGTH:

30224.0

CTB

BRIDGE RAIL TYPE: WSDOT CODE - 41

Balluster Rail

EXISTING WEARING SURFACE AND DECK PROTECTION TYPE:

ACP w/membrane
1975Year Applied -

RAIL MEETS CURRENT STANDARDS?: SIDEWALK / CURB WIDTH:

NO

AVERAGE DAILY TRAFFIC (ADT): NUMBER OF LANES:

1,225 2

0.4 3.5Lt Rt

VC Type:

NA

BRIDGE DECK SURVEY

EXPANSION JOINTS407    

REVIEWED BY: DATE:

12/12/2007

DELAMINATION RESULTS:

CHLORIDE RESULTS:

REBAR RESULTS:

NA

/7 8510 % are > 2 lbs./CY

NA

153 17/

Bruce Thill

Coordinate with your Region's Maintenance Office to 
determine if any repairs are required.

Overlay Thickness - 1.8 inches

DECK PROTECTIVE SYSTEM RECOMMENDATIONS

COMMENTS:

The concrete bridge deck is showing 
signs of distress.

We recommend: removing the 0.15' 
ACP; deck prep; place 0.25' HMA with 
membrane. Expansion joint 
modification is required.

The bridge rails are also in need of 
replacement.

ft. ft.

Bridge Deck Condition Report 

Conc cast-in-place

7.0

DECK TYPE:

DECK THICKNESS:
(Main Span)

in.

North Central

REGION:

DATE

BRIDGE RAIL

VERTICAL CLEARANCE

PROTECTIVE  OVERLAY RECOMMENDED?:

TYPE RECOMMENDED:

YES
RR 0.15 HMA / mem

09-11 P2 Priority #: 51



BRIDGE NUMBER: BRIDGE NAME: MILEPOST:

METHOW R 22.31

YEAR BUILT / YR WIDENED:

1935

CONTRACT NO.(S):

01976 , 10053 , 14375 , 16315

SUFFICIENCY RATING:

53.73

BRIDGE TYPE:

BRIDGE WIDTH (curb-curb): BRIDGE LENGTH:

43824.1

CG

BRIDGE RAIL TYPE: WSDOT CODE - 25

Steel Post w/Thrie Beam

EXISTING WEARING SURFACE AND DECK PROTECTION TYPE:

ACP w/membrane
1975Year Applied -

RAIL MEETS CURRENT STANDARDS?: SIDEWALK / CURB WIDTH:

YES

AVERAGE DAILY TRAFFIC (ADT): NUMBER OF LANES:

1,425 2

0.0 3.2Lt Rt

VC Type:

NA

BRIDGE DECK SURVEY

EXPANSION JOINTS419    

REVIEWED BY: DATE:

12/12/2007

DELAMINATION RESULTS:

CHLORIDE RESULTS:

REBAR RESULTS:

NA

/7 850 % are > 2 lbs./CY

NA

153 20/

Bruce Thill

Overlay Thickness - 3.0 inches

DECK PROTECTIVE SYSTEM RECOMMENDATIONS

COMMENTS:

The concrete bridge deck is showing 
signs of distress.

We recommend: removing and replacing 
0.15' HMA.

ft. ft.

Bridge Deck Condition Report 

Conc cast-in-place

9.0

DECK TYPE:

DECK THICKNESS:
(Main Span)

in.

North Central

REGION:

DATE

BRIDGE RAIL

VERTICAL CLEARANCE

PROTECTIVE  OVERLAY RECOMMENDED?:

TYPE RECOMMENDED:

YES
RR 0.15 HMA / mem

09-11 P2 Priority #: 50
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