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STRAIGHT STRAND LOCATION SEQUENCE 
SHALL BE AS SHOWN     ,     ETC.1 2

HARPED STRAND LOCATION SEQUENCE 
SHALL BE AS SHOWN     ,     ETC.1 2

¢ GIRDER

F
¢E

2
"

3
 S

P
A
.@

2
" 
=
 6

"

7 SPA @ 2"
= 1'-2"

¢ GIRDER

7 SPA @ 2"
= 1'-2"

4½" 2Ù"2Ù"

1

3

5

7

9

2

4

6

8

10

11

C.G. TOTAL
STRAIGHT
STRANDS

C.G. TOTAL
HARPED STRANDS

TOP OF GIRDER

4
" 
(M

IN
.)

ODD STRAND (MAY 
BE ADJUSTED TO 
EITHER SIDE OF WEB)

C.G. TOTAL 
HARPED STRANDS

HARPED STRAND
BUNDLES (TYP.)

2"

2
"

(T
Y
P
.)

3

7

9

27

15

21

11

25

39

17

31

37

13

23

35

19

29

33

43

5

1

41

45

6

2

20

30

14

24

18

32

42

12

26

34

16

22

36

10

28

38

46

4

8

40

44

F
o

3'-2É"

H 6Â"

SYMMETRICAL ABOUT ¢ GIRDER

¢ FORM
  HANGERS

3
"

3"

3
"

3
"

5
Â

" 4
½
" 3
"

3"

1'-4Â"

1" CHAMFER (TYP.)

6"
MIN.

4'-1"

SECTION A
REINFORCEMENT AND
STRANDS NOT SHOWN

SECTION C

VIEW B

GIRDER ELEVATION

0.4 GIRDER LENGTH ± 1'-0"

HARPED STRANDS
SPLAYED

HARPED STRANDS BUNDLED
BETWEEN HARPING POINTS

HARPING POINT
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SYMMETRICAL ABOUT ¢ GIRDER U.N.O.
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¢ INTERMEDIATE DIAPHRAGM
  SEE "FRAMING PLAN" FOR LOCATIONS.

F
¢

3"ø OPEN HOLE. ADJUST HOLE LOCATION VERTICALLY
TO MISS HARPED STRANDS. OMIT HOLES AND PLACE
INSERTS ON THE INTERIOR FACE OF EXTERIOR GIRDERS.
PLACE HOLES AND INSERTS PARALLEL TO DIAPHRAGM
CENTERLINE. INSERTS SHALL BE 1"ø MEADOWBURKE MX-3
HI-TENSILE, 1"ø MEADOWBURKE FX-19 FERRULE INSERT, 1”ø
x 5½” WILLIAMS F22 OPEN FERRULE INSERT, 1”ø x 4Ð”
DAYTON-SUPERIOR F-62 FLARED THIN SLAB FERRULE
INSERT OR APPROVED EQUAL.

ID
PARTIAL DEPTH
INT. DIAPHRAGM

ID
FULL DEPTH

INT. DIAPHRAGM
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GIRDER
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GIRDER
SERIES

WF36G
1'-6" 1'-2Â"3'-6"WF42G
1'-9½" 1'-2Â"4'-2"WF50G
2'-3" 1'-2Â"4'-10"WF58G

2'-4¾" 1'-2Â"5'-6"WF66G
2'-8" 1'-2Â"6'-2"WF74G
2'-1Ð" 1'-2Â"6'-10Ð"WF83G
3'-1½" 1'-2Â"7'-10½"WF95G
2'-8" 1'-2Â"8'-4"WF100G
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C.G. TOTAL
TEMPORARY STRANDS

MULTIPLE UNIT HOLD 
DOWN TO STRADDLE
HARPING POINT

APPLY APPROVED RETARDANT FOR ¼" ETCH TO
SIDE FORMS OR ¼" ROUGHENED SURFACE
TREATMENT BY APPROVED MECHANICAL METHOD.
OMIT AT EXTERIOR FACE OF EXTERIOR GIRDERS.

INSTALL LIFTING EMBEDMENTS
IN ACCORDANCE WITH
STANDARD SPECIFICATION
6-02.3(25)L. REMOVE TO TOP
OF GIRDER AFTER ERECTION.

C.G. TOTAL STRAIGHT STRANDS

C.G. TOTAL
HARPED STRANDS

TEXTURE TOP OF GIRDER
IN ACCORDANCE WITH
STANDARD SPECIFICATION
6-02.3(25)H

PROVIDE END TYPE
DETAILS IDENTIFIED
IN THE GIRDER SCHEDULE

AHEAD ON STATIONING

FACE OF WEB

EDGE OF BOTTOM FLANGE

EDGE OF TOP FLANGE


