NOTES TO DESIGNER:

1. Specify type of architectural finish.
2. Specify type of wall facing.
   (concrete panels or concrete blocks)
3. Minimum reinforcement length shall be as specified in the geotechnical recommendations and STD. SPEC. 6-13.3(2)(A).
4. Minimum wall embedment as shown on this sheet is to be verified with the geotechnical recommendations.

TYPICAL CROSS SECTION

FINISHED ROADWAY GRADE

SEW SOIL REINFORCEMENT (TYP.)

 เราได้รับการสำแดงความหมายว่า การเชื่อมต่อกับผังบ้านและงานที่เกี่ยวกับงานก่อสร้าง

LIMIT OF STRUCTURE EXCAVATION

ARCHITECTURAL FINISH

UNDERGROUND DRAINAGE

GRAVEL BACKFILL FOR DRAIN

CONSTRUCTION GEOTEXTILE FOR

END OF SEW SOIL REINFORCEMENT

GRAVEL BORROW FOR STRUCTURAL

EARTH WALL, INCLUDING HAIL

LIMIT OF STRUCTURE EXCAVATION

END OF STRUCTURAL BARRIER, INCLUDING HAIL

SEW BARRIER TO MATCH BARRIER ON

BRIDGE. SEW BARRIER TO BE DESIGNED IN

ACCORDANCE WITH STD. SPEC. 6-13.3(2)

SEW WALL SECTION

WASHINGTON STATE

DEPARTMENT OF TRANSPORTATION

BRIDGE

AND

STRUCTURES

OFFICE

M:\STANDARDS\Walls\MSE SECTION.MAN

04/08/2019