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GRAVEL BACKFILL FOR 
PIPE ZONE BEDDING 

• 
~ z 
::2 :E 
~ ~ ...... 

. .. • • · .. to • . .. .. I> •. I> ·.. • : c. . . C> 
.. : 0,· ..... 

.. .. . I> : ,;- I> ..... :c.. : ,;- . I> .. 

. . . 
:b. . 

. . . 
I> ...... .. 
... 

• . . 
STEPS OR LADDER 
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SEPARATE BASE 
PRECAST 

INTEGRAL BASE 
PRECAST WITH RISER 

MANHOLE RING AND COVER 

CIRCULAR ADJUSTMENT SECTION 

FLAT SLAB TOP 

PRECAST RISER SECTIONS 

CHANNEL AND SHELF 

REINFORCING STEEL (TYP.) 

NOTES 

1. Knockouts shall have a wall thickness of 2" minimum to 2.5" maximum. 

2. For pipe allowances, see Standard Plan B-1 0.20. 

3. No steps are required when height is 4' or less. 

MANHOLE DIMENSION TABLE 

DIAM . MIN. MIN. MAXIMUM MINIMUM 
WALL BASE KNOCKOUT DISTANCE 

THICKNESS THICKNESS SIZE BETWEEN 
KNOCKOUTS 

48" 4" 6" 36" 8" 

54" 4.5" 8" 42" 8" 

60" 5" 8" 48" 8" 

72" 6" 8" 60" 12" 

84" 8" 12" 72" 12" 

96" 8" 12" 84" 12" 

120" 10" 12" 42" 12" 

144" 12" 12" 108" 12" 
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