FACE OF CURB VARIES 1/2" TO 24" 

MATCH ROADWAY SLOPE

ROADWAY

1 1/2" (IN) R.

1" (IN) R.

DUAL-FACED CEMENT CONCRETE TRAFFIC CURB AND GUTTER

MATCH ROADWAY SLOPE

ROADWAY

1/2" (IN) R.

CEMENT CONCRETE TRAFFIC CURB AND GUTTER

MATCH ROADWAY SLOPE

ROADWAY

1/2" (IN) R.

DEPRESSED CURB SECTION

AT CURB RAMPS AND DRIVEWAY ENTRANCES


CEMENT CONCRETE PEDESTRIAN CURB

AT CURB RAMPS, LANDINGS, AND DRIVEWAY ENTRANCES

CEMENT CONCRETE OR ASPHALT CONCRETE SIDEWALK OR PATH

3/8" (IN) PREMOLDED JOINT FILLER (WHEN ADJACENT TO CEMENT CONCRETE SIDEWALK)

CEMENT CONCRETE PEDESTRIAN CURB

CEMENT CONCRETE CURBS

STANDARD PLAN F-10.12-03

SHEET 1 OF 1 SHEET

APPROVED FOR PUBLICATION

May 6, 2014 3:31 PM

STATE DESIGN ENGINEER

Washington State Department of Transportation