12.0' MIN. - 30.0' MAX.

SHOULDER NOT LESS THAN 6.0'

VARIATES - SEE NOTE 3

SIGN AND POST CENTERLINE

D10-1, D10-2, & D10-3 MILEPOST SIGN PANEL

4" (NOM) TLIMBER SIGN POST OR 2"x2" STEEL SIGN POST

NOTES


2. Provide Supplemental Plaques and install on Mileposts where indicated in the Contract.

3. See the Contract for the width of the Single-Faced Milepost Signs required (10" or 12")

4. For lateral installations behind traffic barriers, 6" high curbs, and ditches, see Standard Plan G-20.10

5. Install at the locations shown in the Contract. Installation may be moved 50 feet or less (longitudinally) before or after the contract location if obstructions are encountered, or to utilize the post of another sign. Mileposts that cannot be placed within this degree of accuracy shall be omitted entirely.

SUPPLEMENTAL PLAQUE - MOUNTING DETAIL

SEE NOTE 2

WASHINGTON STATE DEPARTMENT OF TRANSPORTATION

APPROVED FOR PUBLICATION
Pascu Bakotic III 09-20-07

EXPRESS AUGUST 5, 2009

MILEPOST

STANDARD PLAN G-10.10-00

SHEET 1 OF 1 SHEET