8" FLASHING BEACON (TYP.) - SEE NOTE 2

STAINLESS STEEL CONDUIT STRAP SUPPORT (TYP.)

SEAL TITE FLEX CONDUIT

STAINLESS STEEL 2 HOLE CONDUIT STRAP SUPPORT

SLOTTED STAINLESS STEEL CONDUIT STRAP SUPPORT - STRAPPED VERTICALLY TO SIGN POST (TYP.)

BREAKAWAY SIGN SUPPORT HINGE

STEEL SIGN SUPPORT (TYP.)

POST-MOUNTED (NEMA 3) J-BOX

TRAVELER INFO TUNE 5:30 AM TRAFFIC ADVISORY WHEN FLASHING

SEAL TITE FLEX CONDUIT

SIGN PANEL

STAINLESS STEEL 2 HOLE CONDUIT STRAP (TYP.)

SIGN POST-MOUNTED JUNCTION BOX

STANDARD PLAN J-40.35-01

APPROVED FOR PUBLICATION

Pasco Bakotich III
STATE DESIGN ENGINEER

5/29/13

Washington State Department of Transportation

SIGN POST-MOUNTED JUNCTION BOX

STANDARD PLAN J-40.35-01

APPROVED FOR PUBLICATION

Pasco Bakotich III
STATE DESIGN ENGINEER

5/29/13

Washington State Department of Transportation