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PVC Catch Basin 
 
Description 
This work shall consist of constructing catch basins of the type and size designated in accordance with 
the plans, this specification, and in conformity with the lines and grades staked. 
 
Materials 
PVC catch basins shall be manufactured from PVC pipe stock conforming to the requirements of 
ASTM D1784, cell classification 12454.   Joints shall conform to ASTM D3212 utilizing flexible 
elastomeric seals conforming to ASTM F477 
 
Ductile Iron Castings for PVC catch basins shall conform to the requirements of ASTM A 536, Grade 
70-50-05 and shall be capable of supporting an HS-25 load rating.   
 
Construction Requirements 
Connections to the drain basin inlet/outlet connectors shall be made with manufacturer provided water 
tight gasket as specified.   
The drain basin body shall be cut at the time of the final grade so as to maintain a one piece, leak 
proof structure. When grade increase adjustments are required, adjustments shall be made with 
manufacturer supplied riser sections with socket bell solvent cemented to inlet structure and then cut 
to final grade.   
PVC basins shall be constructed according to the details as shown in the Plans.  No brick, stone or 
block will be used to set the grate to the final grade height. The frame and grate shall be entirely 
supported by the concrete slab and not bear on the body of the PVC structure.  The slab shall be a 
minimum of 8" thick and shall be formed and poured around the entire circumference of the structure a 
minimum of 18" from the outer wall of the PVC basin.  The concrete shall be Class 3000.   
 
The frame, grate, concrete apron and PVC catch basin shall be tested as a unit and shall meet the 
Proof Load Testing requirements of AASHTO M 306, with no permanent deformation to the catch 
basin barrel. 
 
Measurement 
PVC Catch basins will be measured per each,  including frame and grate 

 
Payment  
Payment will be made in accordance with section 1-04.1, for each of the following bid items that are 
included in the proposal: 

 
“PVC Catch Basin ____ In. Diam.”, per each. 

 
All costs associated with furnishing and installing gravel backfill for bedding catch basins shall be 
included in the unit contract price for the item installed. 

 


