MEF Template
Project Description
Highway Parameters
· Design Matrix:
· Highway Classification:
· Design Class: 
· Design Speed/Posted Speed: 
· Design Year ADT:
· Truck Percentage:
· Access Control:
Existing Pedestrian Facilities – general description (for new construction projects include a summary of the project pedestrian study)
Pedestrian Design Standards – cover the following subjects
         Discuss the criteria that apply to the pedestrian elements on the project that will be built to the Maximum Extent Feasible
· Include reference(s) to the appropriate DM section(s) [including revision date]
Alternative(s) analysis - needed for new construction projects only
Proposal – cover the following subjects
· What features will remain that meet guidelines 
· What features are being built to guidelines 
· What is being built to the maximum extent feasible
Justification
· Discussion of what constraints/challenges there are to meet full design level 
· See worksheet
Additional Benefits – new construction projects
Attachments


MEF Template – Alteration Project Example
Project Description
This Alteration project will mill & fill SR “A” (from edge line to edge line) with 0.15’ HMA (Class 1/2" PG 64-22) from MP 4.03 to 4.45 and from MP 4.71 to 6.89.  This project will overlay the roadway (from edge of pavement to edge of pavement) with 0.20’ HMA (Class 1/2" PG 64-22) from MP 4.45 to 4.71.  There is no proposed paving on the County Roads.
Highway Parameters
· Design Matrix:  5-1 (HMA/PCCP)
· Highway Classification:  Non-NHS, U-1, Urban Principal Arterial.
· Funding Program:  P1 – Paving
· Posted/Design Speed:  Mainline - 55/60 mph
· Average Daily Traffic:  25,000 (per Project Definition)
· Truck %:  9% (per Traffic Operations)
· Access Management Classification:  Currently classified as Managed Access Class 3.  On Master Plan for Modified Limited Access
Existing Pedestrian Facilities 
There are five curb ramps and eight sidewalk ramps (from sidewalk to shoulder) located along SR “A” within the paving limits of this project.  All five curb ramps and seven of the eight sidewalk ramps do not meet current ADA standards.  One sidewalk ramp is located north of the “X” Street intersection (east side – E1, meets guidelines) at the north end of the sidewalk.
There are curb ramps and sidewalk ramps located at the four corners of the “Y” Avenue signalized intersection.  Pedestrians can cross this intersection via six curb ramps and four marked crosswalks.
There are curb ramps and sidewalk ramps located at the southwest and northwest corners of the “Z” Way signalized tee intersection.  Pedestrians can cross this intersection via three curb ramps and two marked crosswalks.  There is one unmarked crossing on SR “A” located at the north side of this intersection.  The unmarked crossing meets ADA standards, but the curb ramp located at the west side of the unmarked crossing does not meet ADA standards.  This curb ramp is for the marked crosswalk on “Z” Way, is outside of our paving limits, and will not be addressed.
Pedestrian Design Standards 
Curb Ramps – Landing, DM Section 1510.09(2)(d), July 2011
The running and cross slopes of a curb ramp landing shall be 2% maximum.
This also implies that the gutter slope adjacent to a curb ramp landing shall be 2% maximum.
Proposal
Curb Ramps and Ramps (from sidewalk to shoulder)
North of the “X” Street intersection (west side - W4)
This sidewalk ramp will be upgraded to meet WSDOT standards.


“Y” Avenue Intersection
Three of the four proposed curb ramps and all four proposed sidewalk ramps at the “Y” Avenue intersection meet current WSDOT standards.  Proposed curb ramp "Y" Avenue SW2, located at the southwest corner, is designed to the maximum extent feasible.
Proposed curb ramp "Y" Avenue SW2 will maintain its current landing location to accommodate two crosswalks.  All curb ramp elements will meet current WSDOT standards, except for the proposed gutter slope (4.4%) and landing cross slope (5.0%).  These two elements will maintain the existing gutter slope >2%.  
“Z” Way Intersection
The two proposed sidewalk ramps at the “Z” Way intersection meet current WSDOT standards.  Proposed curb ramp “Z” Way SW2, located at the southwest corner, is designed to the maximum extent feasible.
Proposed curb ramp “Z” Way SW2 will maintain its current landing location to minimize the gutter slope and landing cross slope.  All curb ramp elements will meet current WSDOT standards, except for the proposed gutter slope (7.4%) and landing cross slope (7.9%).  These two elements will maintain the existing gutter slope >2%.  
Justification
To construct the curb ramps to be 100% compliant would require re-profiling the existing roadway.   This type of major reconstruction is not feasible in this type of Alteration project.
To construct the curb ramps while maintaining the existing profile of the roadway would require rebuilding the roadway adjacent to the proposed curb ramps.   The rebuilt roadway would not eliminate the transition from the 2% cross slope of the curb ramps as it matches into the steeper cross slopes of the existing crosswalks but would simply move the transition further into the active traveled roadway.  The result would be a grade change transition within the driving lane that would be undesirable.
Attachments
Vicinity Map
Spreadsheet
Curb Ramp Geometrics
Plan Sheets


