
(August 3, 2015) 1 
Materials for Concrete Surfaces with Exposed Aggregate Finish 2 
Concrete for members and surfaces specified to receive an exposed aggregate finish 3 
shall be Class EA.  Concrete Class EA shall conform to the following requirements: 4 

 5 
28 day compressive strength 3,600 psi (minimum) 6 
Cement 610 pounds per cubic yard 7 
Fine Aggregate Class 1 880 pounds per cubic yard 8 
Coarse Aggregate Grading No. 67 2,160 pounds per cubic yard 9 
Water (maximum) 270 pounds per cubic yard 10 
Water/Cement Ratio (maximum) 0.44 11 
 12 
A Type A water reducing admixture conforming to Section 9-23.6 shall be used in 13 
accordance with Section 6-02.3(3).  Air content shall conform to Section 6-14 
02.3(2)A. 15 
 16 
Mixing water shall be the minimum required for satisfactory placement and shall not 17 
exceed the specified amount. 18 
 19 
Aggregate weights are based on a specific gravity of 2.67.  Adjustments in the mix 20 
design will be made by the Engineer as necessary to correct for actual bulk specific 21 
gravity of the aggregates, moisture content of the aggregates, and to ensure proper 22 
consistency, workability, and correct cement content per cubic yard of concrete. 23 

 24 
The retardant coating for Method 1 shall be selected from the approved products listed 25 
in the WSDOT Qualified Products List, latest edition, and shall exhibit the following 26 
properties: 27 
 28 

1. Retards the set of the surface mortar of the concrete without preventing the 29 
concrete to reach the specified 28 day compressive strength. 30 

 31 
2. Leaves the aggregate with its original color and luster, and firmly embedded in 32 

the concrete matrix. 33 
 34 
3. Allows the removal of the surface mortar in accordance with the methods 35 

specified in Section 6-02.3(14) as supplemented in these Special Provisions, 36 
without the use of acidic washing compounds. 37 

 38 
4. Allows for uniform removal of the surface mortar. 39 
 40 

If the Contractor proposes use of a retardant coating for Method 1 that is not listed in 41 
the current WSDOT QPL, the Contractor shall submit a Type 2 Working Drawing 42 
consisting of a one quart product sample from a current lot along with supporting 43 
product information, MSDS, and a Manufacturer's Certificate of Compliance stating that 44 
the product conforms to the above performance requirements. 45 


