
(August 3, 2015) 1 
Locknuts shown in the Plans specifying a locknut or locknut with nylon insert shall 2 
conform to one of the following: 3 
 4 

1. ANCO Pin Locknut, with stainless steel locking pin, as manufactured by 5 
Lok-Mor, Inc. 6 

 7 
2. Tri-lock Locknut, as manufactured by Lok-Mor, Inc. 8 
 9 
3. Grade DH or 2H hex or heavy hex nuts conforming to one of the ASTM 10 

material specifications in the Locknut category of the Hardware table of 11 
this Section may be modified by installing a nylon insert washer.  A 12 
minimum of 60-percent of the original number of threads shall meet the 13 
requirements of the applicable ASTM material specification after insertion 14 
of the nylon insert washer. 15 

 16 
4. Hex or heavy hex nuts conforming to one of the ASTM material 17 

specifications in the Locknut category of the Hardware table of this 18 
Section may be modified by adding one of the following products to a 19 
minimum of one-half of the internal threads of the nut and the entire 20 
exterior top surface of the nut: 21 

 22 
a. Nylok Blue Torq-Patch Locknut. 23 
 24 
b. Nylok Precote 30. 25 
 26 
c. ND Patch 360 Ring Patch. 27 
 28 

 The nuts with any of the three listed products are permitted for a single 29 
use only and shall have a maximum of two nut widths of thread extending 30 
beyond the nut after installation. 31 

 32 
The alternatives to locknuts specified in Standard Plans G-90.20, G-90.30, and J-33 
75.41 are deleted and replaced with the four options specified above. 34 


