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Conversion Factors 
 

Class multiply: by: to get: 

Length in 0.0833 ft 

 in 0.028 yd 

 ft 12 in 

 ft 0.33 yd 

 ft 0.06 rods 

 yd 36 in 

 yd 3 ft 

 yd 0.18 rods 

 rods 198 in 

 rods 16.5 ft 

 rods 5.5 yd 

 mi 5280 ft 

 mi 1760 yd 

 mi 320 rods 

Area in
2
 0.007 ft

2
 

 ft
2
 144 in

2
 

 ft
2
 0.11 yd

2
 

 yd
2
 1296 in

2
 

 yd
2
 9 ft

2
 

 yd
2
 0.03 rods

2
 

 rods
2
 272.25 ft

2
 

 rods
2
 30.25 yd

2
 

 acres 43560 ft
2
 

 acres 4840 yd
2
 

 acres 160 rods
2
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Conversion Factors 
 

Class multiply: by: to get: 

Volume ft
3
 1728 in

3
 

 ft
3
 0.04 yd

3
 

 ft
3
 7.48 gallons 

 yd
3
 27 ft

3
 

 yd
3
 202 gallons 

 quarts 2 pints 

 quarts 0.25 gallons 

 gallons 8 pints 

 gallons 4 quarts 

 gallons 0.13 ft
3
 

    

Force ounces 0.06 pounds 

 pounds 16 ounces 

 tons 

(short) 

2000 pounds 

 tons 

(metric) 

2205 pounds 

    

Velocity miles/hr 88 ft/min 

 miles/hr 1.47 ft/sec 
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