Appendix 3

Taper and Buffer Space Details

MERGING |
TAPER

BUFFER SPACE

SHIFTING

TaPER 172

DISTANCE

FOR OPPOSING TRAFFIC DEVICES

DEVICE SPACING ',

AS PER MUTCD

SHIFTING
TAPER 172

| ®

BUFFER DATA

LONGITUDINAL BUFFER SPACE = B

SPEED (MPH)

25

30 | 35

40

45 50

55

60 | 65 | 70

LENGTH (feet)

55

200 | 250

305

360 | 425

435

570 | 645 | 730

o

DOWNSTREAM
100" TAPER

(20" 0.C.

ROLL AHEAD = 30" MIN

BUFFER SPACE = B

¥ 100" MAX.

** LATERAL BUFFER SPACE
A LATERAL BUFFER SPACE OF 2 FEET MIN. IS
RECOMMENDED FOR HIGH SPEED WORK ZONES.

CHANNELIZING DEVICE SPACING (FEET)

MPH TAPER TANGENT
50/70 40 80
35745 30 60
25730 20 40
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Wﬁﬂi Posted Speed (mph

(foot) 25 30 35 40 45 50 55 60 65 70
10 105 | 150 | 205 | 265 | 450 | 500 | 550 - - -
11 115|165 | 225|295 | 495 | 550 | 605 | 660 - -
12 125|180 | 245 | 320 | 540 | 600 | 660 | 720 | 780 | 840
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TAPER AND BUFFER SPACE DETAILS

strategically locate to shield work area

LEGEND

ARROW BOARD

CHANNELIZING DEVICES

PROTECTIVE VEHICLE - MAY BE A
WORK VEHICLE
PROTECTIVEVEHICLE

WITH TMA - RECOMMENDED
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