WARM MIX ASPHALT SUBMITTAL

In accordance with WSDOT Standard Specifications Section 5-04.2 this submittal must be approved by the Engineer prior to production of WMA.
Contract Information 
· Contract number
· HMA tons per bid item
· WMA tons per bid item
· HMA mix design ID number(s) to be used for production of WMA
Warm Mix Asphalt
· WMA technology description; organic additive, chemical additive and equipment used
· Manufacturer’s technical information 
· Recommendations for production of WMA
· Material safety data sheets (MSDS) for additive if used
· Contractor’s target rate for water or additive
· Mixing temperature @ discharge
· Manufacturer of the WMA technology
· Recommended mixing temperature
· Maximum mixing temperature
· Mix design 
· Optimum mixing temperature
· The optimum mixing temperature is provided on the mix design report
· Maximum mixing temperature 
· The maximum temperature is the optimum mixing temperature +25°F per Section 5-04.3(8)
· Contractor’s mixing temperatures
· Target mixing temperature 
· Maximum mixing temperature 
· The Contractor’s maximum mixing temperature cannot exceed the manufacturer’s maximum mixing temperature or the mix design maximum mixing temperature
· Target temperature for WMA @ paver laydown
Asphalt plant
· Location, type & model 
· Equipment and/or modifications for WMA production
· RAP percentage (20% max.)
· Production rate
Truck Ticket
· The truck ticket shall identify the material produced as HMA or WMA
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