TYPE 1 BEAM GUARDRAIL TRANSITION SECTIONS (TYPES 2, 4, 5, & 6)

TYPE 2

SEE CONTRACT PLANS FOR SPECIFIED CONNECTION

12' - 6" NESTED W/BEAM
(12 GAGE)

0' - 6" LONG, 12' X 16' POSTS
WITH STANDARD BLOCK (TYP)

TYPE 4

SEE CONTRACT PLANS FOR SPECIFIED CONNECTION

12' - 6" NESTED W/BEAM (12 GAGE)

0' - 2" LONG, 4' X 4' POST
WITH STANDARD BLOCK (TYP)

NOTE

1. INSTALL EXTRUDED CURB AT FACE OF GUARDRAIL, SEE STANDARD PLAN F-1042 FOR DETAILS.

TYPE 5

SEE CONTRACT PLANS FOR SPECIFIED CONNECTION

FIVE SPACES @ 3' - 1 1/2" MAX.

12' - 6" NESTED W/BEAM
(12 GAGE)

0' - 6" LONG, 12' X 16' POSTS
WITH STANDARD BLOCK (TYP)

TYPE 6

SEE STANDARD PLAN C-10

BEAM GUARDRAIL, PAY LIMIT

0' - 3' POST SPACING

TYPICAL BEAM GUARDRAIL TRANSITION SECTION 5 - PAY LIMIT

BEAM GUARDRAIL, PAY LIMIT

EIGHT SPACES @ 3' - 1 1/2" MAX.

TOTAL LENGTH = 8' - 3"

TOTAL LENGTH = 8' - 3"

TOTAL LENGTH = 20' - 6"

TOTAL LENGTH = 20' - 6"